
/ 
 
MCRCB Technical and Sporting Bulletin (21/02) 
 
21 June 2021  
 

• E 1.12 – MCRCB General Regulations (restart after falling)  
 
 
Correction and clarification to 2021 MCRCB Yearbook. 
 
f) Riders who fall from their machine during a race (after the start signal given) are not 
permitted to continue.  In the event of a race being interrupted by a red flag, any crashed 
machines will be recovered and taken to Technical Control and released to the Team for repair. 
Once the repaired machine has been re-inspected and cleared by a Technical Official a rider may 
continue in the restarted race.  In the case of the re-started part of an interrupted race this only 
applies to riders classified in the result of the previous part. 
 
In the event of a rider falling from their machine during any of the free and qualifying practices, 
and any of the sighting or warm up lap(s), and provided the machine has made negligible contact 
with the ground or a barrier, it may be possible for the rider to remount and continue to the 
pitlane, PROVIDED that the following procedure is respected: 
 

1. After the crash, and before continuing, the machine must be inspected by the 
marshals, including the chief marshal of the section who will make a determination 
and report the situation by radio to Race Control.  

2. Subject to approval being granted by Race Control, who will take into account the 
report of the marshal, the location of the incident, the closest available track exit and 
distance to the pit lane and any risk to disrupting the practice session or delay to the 
start of race – the rider may remount and continue around the circuit and a) during 
practice sessions leave the circuit at an exit or the pit lane as directed by the marshals, 
following the instructions of Race Control or, b) during sighting or warm up laps, enter 
the pit lane, keeping off of the racing line. In this situation riders must take great care, 
not hinder other riders and strictly observe blue flags. 

3. Once the rider has reached the pit lane/pit box, further repairs may be carried out 
under the supervision of a technical official.  Once cleared by technical control the 
rider may exit the pit lane to continue the practice session or the sighting laps period if 
still in progress, or else in the case of a race, start the warm up lap from the pit lane in 
which case the rider will start the race from the back of the grid, or start the race from 
the pit lane exit.  The last option to start the race from the pit lane exit expires when 
the leader crosses the finish line to complete the first racing lap. 

4. The decision of Race Control and instructions of the marshals is final.  Penalties will be 
imposed for disregarding these and any actions that prejudice safety or the start 
procedure. 
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